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AM ASI Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.com

General ordering data

 
Order No. 9009950000
Type AM ASI
Version Stripping and cutting tool, ASI-EPDM
GTIN (EAN) 4032248363407
Qty. 1 pc(s).
 

 

 

• Quick and accurate stripping
• No need to adjust cutting depth
• No damage to inner conductor

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=9009950000
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Dimensions and weights
 
Length 125 mm   Weight 50 g
Net weight 48.6 g    
 

Max. insulation stripping performance
 
Cable type ASI-EPDM    
 

Classifications
 
ETIM 2.0 EC000163   ETIM 3.0 EC000163
UNSPSC 23-17-16-04   eClass 4.1 21-04-03-01
eClass 5.1 21-04-03-01   eClass 6.0 21-04-38-90
eClass 7.0 21-04-37-06    
 

Product information
 
Descriptive text technical data Limitless stripping length
Description of article Insulation stripping tool for rubberized ASI cables
Product description AM ASI

• For ASI-cables with rubber insulation
• Trouble-free cutting of the inner conductor
• AM ASI special
• For ASI-cable types TPE- and PUR- isolation
• Easy positioning of the conductor with the integrated wire stop
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